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The variable plate
QuickPlate IV

Product description
The variable type QuickPlate for perfect 
clamping of the vehicle wheel on the ba-
lancing machine. With the QuickPlate an 
optimum force result is achieved. 

Product features
• No time wasting when aligning the bolt-holes

• Covers all the existing and future bolt-holes 
  between 95 - 182 mm 

• Bolt-hole fixation using the ProLock-System 

• Lower construction height - can be used 
  also at machines with short shafts

• Low weight 

• Suitable for standard 4-/5-/6-hole rims

• Fast and easy change of the bolt heads

• Gentle to the rim

QuickPlate IV (5-hole) with bolt heads

QuickPlate IV (4-hole) QuickPlate IV (6-hole)

The correct use of the QuickPlate on a wheel
(in connection with QuickHub and SoftGrip) 
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Product overview

QuickPlate IV - Set
4-, 5- und 6-hole-plate incl. 4 sets 
of bolt heads and wallboard

Part no.: 210 400 001

Wallboard
Part no.: 900 008 230

Optional accessories

Handle for Powerclamp
Part no.: 163 008 012 

Single QuickPlates

QuickPlate IV (4-hole)
Part no.: 249 011 400

QuickPlate IV (5-hole)
Part no.: 259 011 400

QuickPlate IV (6-hole)
Part no.: 269 011 400


